
POLYPROPYLENE

MANHOLE STEPS

@ 12" O.C.

PRECAST MANHOLE

VARIABLE SECTIONS

(AS PER ASTM C 478)

JOINT WITH PROFILE

GASKET (TYP)

ECCENTRIC CONE

(SHOWN ROTATED 90°)

GRADE RINGS 18" MAX

FRAME & COVER

AS INDICATED IN

DRAWING SEWER-2

CONCRETE COLLAR PER

STANDARD DRAWING "UTILITIES 4".

FOR NON-TRAVELED AREAS,

CONCRETE COLLAR PER CITY

ENGINEERS  DIRECTION

ASPHALT

PAVEMENT

CLASS "A"

CONCRETE

6"

MIN

3"

MIN

AS

REQD

3'-0"

6" MIN. CRUSHED ROCK FOUNDATION

STABILIZATION MATERIAL SUBJECT

TO ADJUSTMENT AS DIRECTED BY

ENGINEER

NOTES:

1. LOCATE MANHOLE COVER ON SIDE OF MANHOLE AS SHOWN ABOVE. SET MANHOLE FRAME IN GROUT.

2. ALL MANHOLES TO BE WATER TIGHT AND TESTED AS PER STD. SPEC. 02660.

3. MANHOLE BASE AND 1ST SECTION OF MANHOLE TO BE FABRICATED AS AN INTEGRAL UNIT.

4. USE 5' DIAMETER OR LARGER MANHOLE FOR PIPES 14" DIAMETER AND LARGER.

5. USE 4' DIAMETER MANHOLE FOR ALL PIPES SMALLER THAN 14" DIAMETER.

PRECAST CONCRETE SEWER MANHOLE

HEBER CITY

STANDARD DRAWING

FEBRUARY  2019

DATE:

728 WEST 100 SOUTH #2

 HEBER CITY, UTAH 84032

(435) 654-2226
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75 NORTH MAIN STREET

HEBER CITY, UTAH 84032

(435) 654-0757

N.T.S.

SCALE:

SEWER-5
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